The challenging and innovative idea of realizing a table totally made of fiber-reinforced concrete is explored through an interdisciplinary research activity, where contributions coming from different fields (design, material science, experimental testing, numerical modeling) are combined. The paper describes the different phases of the study, starting from the design of the table, moving through the development of a purpose-made high-performance fiber-reinforced concrete and the mechanical characterization via experimental testing, and concluding with numerical modeling. Numerical results are determined by implementing a damage plasticity constitutive model in a finite element code. The mechanical response of the table has been analyzed for different loading and boundary conditions, and an exhaustive and complete picture of the possible failure mechanisms has been drawn. Simulations have clearly described the different stress-softening processes of damage evolution and plastic strains localization, pointing out the vulnerable parts of the table. Finally, strategies for improving the table mechanical performances are discussed.
Introduction
Cement-based materials (i.e., mortars and concretes) are the most widely used construction materials because they offer outstanding economic efficiency compared to other construction materials, as well as remarkable mechanical performances and durability. However, in certain environmental conditions drying shrinkage and the related cracking can be responsible for their reduced durability. It has been demonstrated [1, 2] that incorporating fibers into cementitious materials can effectively improve their toughness and ability to withstand cracks. Moreover, unreinforced concrete is known for its low strength-to-weight ratio. Recently, many efforts have been devoted to the development of Fiber-Reinforced Concretes (FRC) with enhanced mechanical properties [3] . The so-called ultra-high-performance fiber-reinforced concretes (HPFRC) exhibit a tensile strength much larger than that of ordinary concretes, and if the dosage of fibers is high (up to 2% by volume) the increase could be up to about four times. Even ductility considerably improves [4] [5] [6] . Indeed, when ultra-high-performance FRCs are subjected to tensile stress states, they exhibit a stress-hardening phase, corresponding to a process of diffuse micro-cracking, totally absent in common concretes, and a subsequent very long stress-softening stage, where macro-cracks form and evolve up to the final collapse [7] .
Fiber-reinforced concretes are widely used in the field of structural engineering, mainly for retrofitting and strengthening of existing concrete structures, but also for the production of thin common concretes, and a subsequent very long stress-softening stage, where macro-cracks form and evolve up to the final collapse [7] .
Fiber-reinforced concretes are widely used in the field of structural engineering, mainly for retrofitting and strengthening of existing concrete structures, but also for the production of thin structural elements (beams, plates, etc.) or prefabricated components. Only recently, attention has been paid to their use in three-dimensional printing techniques of real buildings [8] .
In the present work, application of fiber-reinforced concretes to the field of design is explored. At present, just a few design objects made of concrete have been proposed (for instance, see [9] ), where concrete is never used as structural material. Here we propose the study of a table totally made of FRC, which has been designed by Metrica srl, a design studio in Milan, Italy. The designers felt the need to design an object that could provide the same design answers of the structures conceived by the great engineer. "Lightness" is the word that describes the achievements in the field of structural engineer that ranged from functionalist expressions to more organic and freeform/nature-based shapes. In the world of domestic and contract furniture, results are often pointing toward the opposite direction. Moreover, weight is another key-factor to take into consideration. The table has been called "Nervi table", in tribute of Pier Luigi Nervi, engineer and architect worldwide known for his innovative use of reinforced concrete. Renderings of the table are proposed in Figure 1 . As can be seen, because of its thin and slender form, the Nervi table represents an interesting structural challenge, achieved only by combining efforts from different research fields. Table renderings. A first contribution has come from material science. Indeed, an accurate mix design has been needed in order to develop a concrete with properties, which are difficult to be obtained simultaneously, like workability, essential to realize thin geometries, surface fineness, required for esthetical and usability reasons, and, not last, adequate mechanical strengths.
A second effort has concerned experimental testing, which has allowed to determine the effective mechanical properties of concrete. Steel fibers have considerably enhanced the concrete tensile strength, needed to sustain the bending loadings which are typically applied to the table. Pure tensile tests have been carried out on dog-bone samples. They have furnished the tensile peak stress and an accurate description of the post-elastic behavior, when, after concrete cracking, fibers sustain loading. Standard three-point bending and compression tests have been conducted to determine the Young's modulus and the compressive maximum stress.
Finally, the third contribution has regarded modeling. The table was modeled by finite elements, and the concrete damage plasticity constitutive model available in Abaqus [10] was implemented. The model accounts for isotropic damage, with stiffness degradation depending on a scalar variable, and non-associated plasticity, and it is able to describe both diffuse micro-cracking and strain localization, with formation of smeared macro-cracks. First, the results of tensile tests have been reproduced to validate the model, and then simulations on the Nervi table have been Table renderings. A first contribution has come from material science. Indeed, an accurate mix design has been needed in order to develop a concrete with properties, which are difficult to be obtained simultaneously, like workability, essential to realize thin geometries, surface fineness, required for esthetical and usability reasons, and, not last, adequate mechanical strengths.
Finally, the third contribution has regarded modeling. The table was modeled by finite elements, and the concrete damage plasticity constitutive model available in Abaqus [10] was implemented. The model accounts for isotropic damage, with stiffness degradation depending on a scalar variable, and non-associated plasticity, and it is able to describe both diffuse micro-cracking and strain localization, with formation of smeared macro-cracks. First, the results of tensile tests have been reproduced to validate the model, and then simulations on the Nervi table have been performed by considering different loadings and different boundary conditions. Finally, some remedies to improve table strength have been tested. Different thicknesses of the table top and different tensile maximum  strengths of concrete have been assumed, and numerical results have clearly shown their positive  effects on the table capability of bearing loads. The paper is organized as follows. In Section 2, composition and basic mechanical properties of the high-performance fiber-reinforced concrete developed for the Nervi table are described. Section 3 deals with tensile tests, presenting the experimental setup and the main results. Attention is focused on the stress-strain curve, used to calibrate the constitutive parameters of the numerical model, and on the failure mechanism. In Section 3, modeling analysis is carried out. First, the basic ingredients of the model are described and the constitutive parameters are assigned (Section 4.1), then preliminary simulations on tensile tests are presented (Section 4.2), and, finally, simulations regarding the Nervi table, subjected to different loadings and boundary conditions, are discussed (Section 4.3). Conclusions are drawn in Section 5.
High-Performance Fiber-Reinforced Concrete: Mix Design and Mechanical Properties
In this section, the composition of the high-performance fiber-reinforced concrete designed for the Nervi table is described and the basic mechanical properties are pointed out. The designed concrete presents three properties which are essential for the application at hand: they are high workability, low surface roughness, and high strength.
Materials and dosages are listed in the following.
Commercial Portland-limestone blended cement type CEM I 52.5 R, according to the European Standards EN-197/1, is used at a dosage of 720 kg/m 3 of concrete (its Blaine fineness is 470 m 2 /kg and its relative specific gravity is 3.14). -As aggregate, 1350 kg/m 3 of well-graded very fine natural sand has been used with particle size up to 2.0 mm. The percentage of material passing the sieve with 1.0 mm opening is 97%, while the percentage passing the 0.25 mm sieve is 7%. The maximum particle size is chosen so small in order to allow the introduction of a huge amount of fibers. In fact, the higher the maximum grain size of the aggregate particles, the more difficult it is for the fibers to matrix bond in the mixture [11] . 
Tensile Tests

Experimental Setup
Direct tensile tests have been performed on dog-bone specimens, whose geometry is drawn in Figure 2a . Two fibers percentages, 0.50 and 0.75 vol %, are considered, and three samples are tested for each fibers content. According to the Italian code [16] , and in agreement with suggestions of [17] , the central cross-section of the sample is a square of side of 45 mm, which is three times the fibers length (i.e., 15 mm) in order to ensure a random fibers distribution. Indeed, anisotropic and not homogeneous fibers distribution leads to a degradation of the mechanical properties of the composite [18, 19] . To avoid fibers orientation during the casting procedure, concrete has been spilled by spanning the whole length of the formworks in order to reduce concrete fluxes inducing fibers alignment. Moreover, samples have been only slightly vibrated, again to reduce possible fibers reorientation. 
Tensile Tests
Experimental Setup
Direct tensile tests have been performed on dog-bone specimens, whose geometry is drawn in Figure 2a . Two fibers percentages, 0.50 and 0.75 vol %, are considered, and three samples are tested for each fibers content. According to the Italian code [16] , and in agreement with suggestions of [17] , the central cross-section of the sample is a square of side of 45 mm, which is three times the fibers length (i.e., 15 mm) in order to ensure a random fibers distribution. Indeed, anisotropic and not homogeneous fibers distribution leads to a degradation of the mechanical properties of the composite [18, 19] . To avoid fibers orientation during the casting procedure, concrete has been spilled by spanning the whole length of the formworks in order to reduce concrete fluxes inducing fibers alignment. Moreover, samples have been only slightly vibrated, again to reduce possible fibers reorientation. A picture illustrating the tensile test set-up is shown in Figure 2b . Similar set-ups have been recently used to characterize the tensile strength of UHPFRC in [20, 21] . Two linear variable differential transformers (LVDT), connected to a custom steel frame, have been used to record the elongation, and also to drive the electro-mechanical testing machine (AllroundLine Zwick Z250 [22] , Zwick GmbH & Co. KG, Ulm, Germany). In such a way, an adaptive control is applied to the testing tensile process. A constant elongation rate of 0.0375 s −1 has been applied, corresponding to a displacement rate of 0.05 mm/min. Thin aluminium patches have been glued to the specimen enlargements in order to correct surface imperfections and to improve the transfer of shear stresses. Loading-unloading cycles have been performed during the test, which have allowed to evaluate the plastic strains evolution and the progressive degradation of the stiffness, associated to damage accumulation.
Experimental Results
Samples with 0.75 vol % of fibers have exhibited a tensile strength considerably larger than samples with 0.50 vol %. Thus, in the following, we just present results on the former, more performant, composite. The stress-strain curve obtained from tensile tests is plotted in Figure 3a , where an enlargement of the initial part of the curve is included. As in [7] , three different A picture illustrating the tensile test set-up is shown in Figure 2b . Similar set-ups have been recently used to characterize the tensile strength of UHPFRC in [20, 21] . Two linear variable differential transformers (LVDT), connected to a custom steel frame, have been used to record the elongation, and also to drive the electro-mechanical testing machine (AllroundLine Zwick Z250 [22] , Zwick GmbH & Co. KG, Ulm, Germany). In such a way, an adaptive control is applied to the testing tensile process. A constant elongation rate of 0.0375 s −1 has been applied, corresponding to a displacement rate of 0.05 mm/min. Thin aluminium patches have been glued to the specimen enlargements in order to correct surface imperfections and to improve the transfer of shear stresses. Loading-unloading cycles have been performed during the test, which have allowed to evaluate the plastic strains evolution and the progressive degradation of the stiffness, associated to damage accumulation.
Samples with 0.75 vol % of fibers have exhibited a tensile strength considerably larger than samples with 0.50 vol %. Thus, in the following, we just present results on the former, more performant, composite. The stress-strain curve obtained from tensile tests is plotted in Figure 3a , where an enlargement of the initial part of the curve is included. As in [7] , three different consecutive stages can be recognized, namely: (1) an initial, very short, linear elastic stage; (2) a short hardening phase, which lasts when the stress peak σ = 4.5 MPa is reached. At the end of the hardening stage, a distinct fracture in the concrete matrix appears, which produces a significant stiffness reduction (up to six times the initial stiffness, and even more); (3) from here on in, the sample experiences a long softening phase, dominated by plastic deformations, which are attributed to fibers yielding, on one side, and to fibers debonding from matrix, on the other side. Finally, the sample fails when fibers are totally pulled out from the concrete matrix. As shown in the picture of Figure 3b , crack forms at the lower cross-section of the narrow central part of the sample. consecutive stages can be recognized, namely: (1) an initial, very short, linear elastic stage; (2) a short hardening phase, which lasts when the stress peak σ = 4.5 MPa is reached. At the end of the hardening stage, a distinct fracture in the concrete matrix appears, which produces a significant stiffness reduction (up to six times the initial stiffness, and even more); (3) from here on in, the sample experiences a long softening phase, dominated by plastic deformations, which are attributed to fibers yielding, on one side, and to fibers debonding from matrix, on the other side. Finally, the sample fails when fibers are totally pulled out from the concrete matrix. As shown in the picture of Figure 3b , crack forms at the lower cross-section of the narrow central part of the sample. 
Finite Element Modelling
Numerical Model
Numerical analysis is performed by implementing the Concrete Damage Plasticity constitutive model (CDP), available in Abaqus. Accounting for plasticity and damage, CDP model is able to reproduce failure processes usually observed in quasi-brittle materials, as concretes. In FRC, breaking is anticipated by an extended stress-softening process, where stiffness degradation combines with plastic deformations.
The basic ingredients of the model are presented in the following. The independent variables are the displacement field u (x,t), the plastic strain tensor εp (x,t), and the damage d (x,t), which is a scalar field varying in [0,1]: d = 0 means sound material, and d = 1 means totally broken material. Space position and time instants are indicated by x and t. The stress tensor is defined as , with ),
where C is the elasticity tensor, assumed to be isotropic. The evolution of the plastic deformation is governed by the equations:
( ) 
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which are written in terms of the effective stress σ = C(ε − ε p ). The scalar ε p is the hardening variable.
In the Kuhn-Tucker set of Equations (2c)-(2e), the yield function f p (σ, ε p ) is the one proposed in [23] , and modified in [24] . The flow rule (2a) is non-associated, and the Drucker-Prager hyperbolic flow potential is assigned to g p (σ). In the evolution law (2b), h(σ) is a weighted function of the principal effective stresses. We refer to [10] for the explicit expressions of f p , g p and h. The evolution of the degradation variable d is governed by an algebraic equation d = d(σ, ε p ), which, in the simplest one-dimensional case of pure tension has the expression d = 1 − σ/σ M , with σ M the maximum tensile stress (see next Figure 3 ).
The constitutive parameters to be assigned in the model are: the Young's modulus E = 42 GPa, the Poisson's ratio ν = 0.25, and the tensile and compressive stress-strain curves plotted in Figure 4 . The tensile curve of Figure 4a coincides with the experimental curve of Figure 3 , while the compressive curve of Figure 4b is given by pure compression tests performed on cubic samples, not reported in this paper for brevity. The constitutive parameters to be assigned in the model are: the Young's modulus E = 42 GPa, the Poisson's ratio ν = 0.25, and the tensile and compressive stress-strain curves plotted in Figure 4 . The tensile curve of Figure 4a coincides with the experimental curve of Figure 3 , while the compressive curve of Figure 4b is given by pure compression tests performed on cubic samples, not reported in this paper for brevity. Three-dimensional simulations have been performed to reproduce the experimental results of tensile tests, while two-dimensional shell elements have been used to model the table. In both cases, numerical analysis has been conducted by implementing the modified Riks method [25] [26] [27] , which, basically, considers the size of the loading step as an additional variable. Incorporated into a Newton-Raphson scheme, the Riks method is particularly suitable to solve non-linear problems where stress-softening processes of strain and damage localization could induce numerical instabilities.
In the next Section 4.2, the experimental tensile test of Section 3 is reproduced by a three-dimensional numerical simulation, and, in Section 4.3, the mechanical response of the Nervi table is investigated for different loading conditions and different boundary conditions. Both table top and legs are modelled as two-dimensional shells. The numerical results presented in the following are partially taken from [28] .
Simulations: Tensile Tests
The geometry of the dog-bone sample of Figure 2a is discretized by 8-node linear finite elements, with characteristic size equal to 2.25 mm. Since the model is local, the size of the finite elements is related to the size of the so-called process zone, that is the zone where damage localizes at fracture. We have chosen a size equal to 1.5 times the length of fibers. In order to be the material internal length independent from the finite elements size a non-local approach must be followed (see, for instance the variational model [29] ).
The sample lower end-section is fixed, and a tensile displacement is applied to the upper end-section. The normal stress σ is given by the reactive normal force at the sample end-sections Three-dimensional simulations have been performed to reproduce the experimental results of tensile tests, while two-dimensional shell elements have been used to model the table. In both cases, numerical analysis has been conducted by implementing the modified Riks method [25] [26] [27] , which, basically, considers the size of the loading step as an additional variable. Incorporated into a Newton-Raphson scheme, the Riks method is particularly suitable to solve non-linear problems where stress-softening processes of strain and damage localization could induce numerical instabilities.
The sample lower end-section is fixed, and a tensile displacement is applied to the upper end-section. The normal stress σ is given by the reactive normal force at the sample end-sections divided by the section area, and tensile strain ε is measured in the central part of the sample, by considering a measuring base equal to 10.7 cm, as in experiments. The numerical stress-strain curve is drawn in Figure 5 , and compared with the experimental curve. The closeness between curves is quite expected, since the experimental curve has been assigned as input data in the numerical model, and the accuracy of the results just validates the model, and proofs its correctness. More unexpected is the numerical prediction of the failure process, very adherent to the one observed in experiments. In both the two cases, rupture localizes at the extremity of the thinner central part of the sample. A picture of the crack observed in the experiment is reported in Figure 3b , while, as regards numerical simulation, failure evolution is described by the snapshots of damage d and normal plastic strain ε p at three different instants, plotted in Figure 5b . At the end of the stress-hardening phase, damage and plastic strain are mainly homogeneously distributed in the narrow central part of the sample (first pair of snapshots). In the subsequent stress-softening stage, they initially localize at the two extremities of the central zone (second pair of snapshot), and then they concentrate (mainly the plastic strains) on the lower extremity of the sample central part, where the sample breaks (third pair of snapshots).
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Simulations: Nervi Table
The Nervi Table (see Figure 1 ) is studied in this subsection. Its geometry is drawn in Figure 6a . The table top is 2500 × 900 mm 2 , 15 mm in thickness, with span between legs equal to 1300 mm. Legs are two-dimensional slabs slightly sloped with respect to the vertical direction, whose thickness varies from 20 mm (at the foot) to 40 mm (at the top). Table top and legs are discretized by means of two-dimensional shell elements (4-node S4R elements), whose characteristic size is 2.25 cm. Three different loading conditions are assumed, as schematized in Figure 6a : (i) vertical load q1 applied on a rectangle in the middle of the top (red arrows, and red area); (ii) vertical load q2 applied on a rectangle on the left side of the top (green arrows, and red area); (iii) horizontal force f3 applied in the middle of the top left side (blue arrow). The evolution problem is determined by imposing the load and controlling the displacement of the so-called control points, which are the midpoints of the loading areas (red and green areas in Figure 6 ) when loads q1 and q2 are applied, and the force application point in the case of f3. The advantage of adopting displacement control is that even softening regimes can be captured. For each loading condition, two different boundary conditions are applied at the foot of the table legs, laid on a horizontal plane: hinge-roller (h-r) conditions and hinge-hinge (h-h) conditions, as schematized in Figure 6b . Inertial forces are always considered. The table weight is 135 kg. 
The Nervi Table (see Figure 1 ) is studied in this subsection. Its geometry is drawn in Figure 6a . The table top is 2500 × 900 mm 2 , 15 mm in thickness, with span between legs equal to 1300 mm. Legs are two-dimensional slabs slightly sloped with respect to the vertical direction, whose thickness varies from 20 mm (at the foot) to 40 mm (at the top). Table top and legs are discretized by means of two-dimensional shell elements (4-node S4R elements), whose characteristic size is 2.25 cm. Three different loading conditions are assumed, as schematized in Figure 6a : (i) vertical load q 1 applied on a rectangle in the middle of the top (red arrows, and red area); (ii) vertical load q 2 applied on a rectangle on the left side of the top (green arrows, and red area); (iii) horizontal force f 3 applied in the middle of the top left side (blue arrow). The evolution problem is determined by imposing the load and controlling the displacement of the so-called control points, which are the midpoints of the loading areas (red and green areas in Figure 6 ) when loads q 1 and q 2 are applied, and the force application point in the case of f 3 . The advantage of adopting displacement control is that even softening regimes can be captured. For each loading condition, two different boundary conditions are applied at the foot of the table legs, laid on a horizontal plane: hinge-roller (h-r) conditions and hinge-hinge (h-h) conditions, as schematized in Figure 6b . Inertial forces are always considered. The table weight is 135 kg. 
(i) Central vertical loading.
When load q1 is applied, the table behaves as shown in Figure 7 . Force f1 = A1q1 (A1 is the area of the loading surface) versus the vertical displacement δ1 of the top central point is plotted in Figure  7a , for h-r and h-h boundary conditions. Both the two curves exhibit an initial hardening phase, and a subsequent softening stage. When load q 1 is applied, the table behaves as shown in Figure 7 . Force f 1 = A 1 q 1 (A 1 is the area of the loading surface) versus the vertical displacement δ 1 of the top central point is plotted in Figure 7a , for h-r and h-h boundary conditions. Both the two curves exhibit an initial hardening phase, and a subsequent softening stage. 
When load q1 is applied, the table behaves as shown in Figure 7 . Force f1 = A1q1 (A1 is the area of the loading surface) versus the vertical displacement δ1 of the top central point is plotted in Figure  7a , for h-r and h-h boundary conditions. Both the two curves exhibit an initial hardening phase, and a subsequent softening stage. Hinge-hinge boundary conditions make the system much stiffer than hinge-roller boundary conditions, the hardening branch of the blue curve being much steeper than that of the orange curve. When h-h boundary conditions are applied, the maximum load attained by the structure is about 1.8 kN, and the corresponding displacement is 7 mm, while a smaller maximum load, about 1.0 kN, and a larger corresponding displacement, around 16 mm, are obtained with h-r boundary conditions.
Estimates of the tensile stress in the bottom side of the midsection can be determined by using the Navier's formula σ = 6M/(bh 2 ), where M is the bending moment in the midsection, and b and h are the table top width and thickness (b = 900 mm, h = 15 mm). The bending moments are assumed to be M = f l/4 and M = f l/8, for the cases of h-r and h-h boundary conditions, respectively. They are the midpoint bending moments of simply supported and fixed supported beams. Thus, the maximum tensile stresses of the midsection are estimated by the formulas
If the geometrical dimensions of the Nervi table are considered (see Figure 6 ), Formula (3) specializes as follows: σ hr = 9.6 f 1 [MPa] , and σ hh = 4.8 f 1 [MPa] , with f 1 measured in kN. The maximum stresses corresponding to the peak values of f 1 are σ hr = 10.1 MPa and σ hh = 8.9 MPa, which are very close to each other. They are about two times larger than the maximum stress given by simple tensile tests ( Figure 5 ). These results are in agreement with experimental evidences [30] , according to which the maximum normal stress attained in bending tests is 2-3 times larger than that of pure tensile tests.
In the softening phase, the evolution of plastic strain and damage is quite different in the two cases. Snapshots of the plastic deformation ε p are plotted in Figure 7a , and evolution of damage in specific points of the table top is described by the d-δ curves of Figure 7b ,c. The points of the table top where damage is registered are indicated by arrows in the table sketches on the right sides of Figure 7b ,c. For h-r boundary conditions, ε p and d form and grow in a narrow strip in the bottom central part of the top, and, at the end, the top midsection breaks. More involved is the failure process observed when h-h boundary conditions are applied. Indeed, two drops with steep decreasing slope can be clearly observed in the blue softening branch of Figure 7a : the first drop corresponds to damage formation at the extrados of the top, right above the legs, and the second drop corresponds to damage evolution in the bottom midsection of the top. Plastic deformations undergo a similar two-step evolution process, first growing in the top over the legs, and then in the middle. Ultimately, the table top fails in three sections: those adjacent to the legs and the midsection.
(ii) Lateral vertical loading.
The mechanical response to the vertical load q 2 , applied on the left side of the top (green arrows in Figure 6 ), is shown in Figure 8 . Force-displacement curves are drawn in the case of h-r and h-h boundary conditions, where f 2 = A2q2, with A 2 the area of the green surface of Figure 6 , and δ 2 is the vertical displacement of the green surface midpoint. Both the two curves exhibit a maximum load slightly smaller than 1 KN, but the corresponding displacements are different. Indeed, for h-r boundary conditions, the displacement δ 2 = 6.5 mm is about two times larger than the displacement obtained with h-h boundary conditions. The largest stresses are attained on the table top cross-section, placed over the left leg. They can be estimated by means of Navier's formula, assuming the scheme of a cantilever beam with a uniform distributed loading. Accordingly, the stress on the upper side of the cantilever fixed end section is
, where lˆ = 600 mm is the length of the cantilevered portion of the table top. For the Nervi table geometry, the above formula assumes the expression 9 .
with f2 measured in kN. The maximum stress value σ = 8.9 MPa, corresponding to the peak value of f2 = 1 KN, is consistent with the values found in the above point (i).
In the two cases, plastic deformations form in the upper side of the table top, above the left leg (see snapshots in Figure 8 ), and they lead to the subsequent table failure.
(iii) Horizontal load.
Now the horizontal force f3 applied in the middle of the left side of the table top (see blue arrow in Figure 6 ) is considered. Force-displacement curves are plotted in Figure 9 , with δ3 the horizontal displacement of the application point of f3. As in the previous cases, the larger maximum force is obtained when h-h boundary conditions are applied. Failure mechanisms depend on the boundary conditions. Indeed, in the case of h-h boundary conditions, plastic strain and damage localize in a narrow strip in the bottom side of the table top, The largest stresses are attained on the table top cross-section, placed over the left leg. They can be estimated by means of Navier's formula, assuming the scheme of a cantilever beam with a uniform distributed loading. Accordingly, the stress on the upper side of the cantilever fixed end section is σ = 3l f 2 /(bh 2 ), wherel = 600 mm is the length of the cantilevered portion of the table top. For the Nervi table geometry, the above formula assumes the expression σ = 8.9 f 2 [MPa], with f 2 measured in kN. The maximum stress value σ = 8.9 MPa, corresponding to the peak value of f 2 = 1 KN, is consistent with the values found in the above point (i).
(iii) Horizontal load. Now the horizontal force f 3 applied in the middle of the left side of the table top (see blue arrow in Figure 6 ) is considered. Force-displacement curves are plotted in Figure 9 , with δ 3 the horizontal displacement of the application point of f 3 . As in the previous cases, the larger maximum force is obtained when h-h boundary conditions are applied. The largest stresses are attained on the table top cross-section, placed over the left leg. They can be estimated by means of Navier's formula, assuming the scheme of a cantilever beam with a uniform distributed loading. Accordingly, the stress on the upper side of the cantilever fixed end Now the horizontal force f3 applied in the middle of the left side of the table top (see blue arrow in Figure 6 ) is considered. Force-displacement curves are plotted in Figure 9 , with δ3 the horizontal displacement of the application point of f3. As in the previous cases, the larger maximum force is obtained when h-h boundary conditions are applied. Failure mechanisms depend on the boundary conditions. Indeed, in the case of h-h boundary conditions, plastic strain and damage localize in a narrow strip in the bottom side of the table top, Failure mechanisms depend on the boundary conditions. Indeed, in the case of h-h boundary conditions, plastic strain and damage localize in a narrow strip in the bottom side of the table top, closed to the left leg (see the snapshot in the orange frame of Figure 9a ). For h-h boundary conditions, the softening phase undergoes two stages, corresponding to the two drops down of the softening response curve. In the first one, damage localizes near the right leg, in the upper side of the table top, while, in the second one, damage evolves near the left leg, in the lower side. This is clearly shown by the d-δ 3 curve of Figure 9b . First damage forms at the extrados close to the left leg, and then at the intrados near the right leg, where the largest tensile stresses are attained.
If h-r boundary conditions are considered, the largest stresses are registered at the upper section of the table left leg. The maximum stress in this section can be estimated by the formula σ = 6 l f 3 /( b h 2 ), where l = 740 mm, b = 560 mm, and h = 20 mm are the length, the width and the thickness of the table legs, respectively. This formula is obtained by supposing the leg to be a cantilever subjected to a load on its free end section, and using Navier's formula. For the Nervi table geometry, the above formula rewrites σ = 19.8 f 3 [MPa] , with f 3 measured in kN. The peak stress is σ = 9.9 MPa, corresponding to the peak force f 2 = 0.5 KN.
Finally, we notice that in all the performed simulations, damage and plastic strains are always induced by tensile stress states, and that the material remains linearly elastic when subjected to compressive stresses.
To conclude this section, we present some results of simulations, where geometrical and material parameters are enhanced in order to improve the strength of the table. The geometry is modified by increasing the table top thickness from 15 mm to 20 mm, and the material is improved by considering larger maximum tensile stress (σ M,t in Figure 4a ), i.e., σ M,t = 5.6 MPa and σ M,t = 7.0 MPa. The resulting f 1 -δ 1 curves, obtained when the load q 1 is applied, and h-r boundary conditions are assigned, are plotted in Figure 10 , and compared with the curve (green line) of simulation described at point (i). When the top thickness is increased (orange curve), the maximum load doubles, reaching the peak value of 2 KN. However, besides the strength improvement, increased thickness produces undesired weight growth (from 135 kg to 160 kg). On the other hand, more performant concretes contribute to increase the peak load of about 25% and 50%, for σ M,t = 5.6 MPa and σ M,t = 7.0 MPa, respectively. In this respect, ongoing mix design studies are conducted, aimed at improving the mechanical properties, on one side, and at guaranteeing workability and surface fineness, on the other side. closed to the left leg (see the snapshot in the orange frame of Figure 9a ). For h-h boundary conditions, the softening phase undergoes two stages, corresponding to the two drops down of the softening response curve. In the first one, damage localizes near the right leg, in the upper side of the [MPa], with f3 measured in kN. The peak stress is σ = 9.9 MPa, corresponding to the peak force f2 = 0.5 KN.
To conclude this section, we present some results of simulations, where geometrical and material parameters are enhanced in order to improve the strength of the table. The geometry is modified by increasing the table top thickness from 15 mm to 20 mm, and the material is improved by considering larger maximum tensile stress (σM,t in Figure 4a ), i.e., σM,t = 5.6 MPa and σM,t = 7.0 MPa. The resulting f1-δ1 curves, obtained when the load q1 is applied, and h-r boundary conditions are assigned, are plotted in Figure 10 , and compared with the curve (green line) of simulation described at point (i). When the top thickness is increased (orange curve), the maximum load doubles, reaching the peak value of 2 KN. However, besides the strength improvement, increased thickness produces undesired weight growth (from 135 kg to 160 kg). On the other hand, more performant concretes contribute to increase the peak load of about 25% and 50%, for σM,t = 5.6 MPa and σM,t = 7.0 MPa, respectively. In this respect, ongoing mix design studies are conducted, aimed at improving the mechanical properties, on one side, and at guaranteeing workability and surface fineness, on the other side. 
Conclusions
The feasibility study of a table made of fiber-reinforced concrete was proposed. It has required different contributions, coming from different fields. At first, the expertise of designers was needed to conceive shape and geometry of the table: the so-called Nervi table was proposed. In a second step, the table, taken as a structure in itself, was subjected to an engineering process. Notice that cooperation between designers and structural/material engineers is very uncommon, and thus it constitutes one of the novelty elements of the proposed study.
The engineering process was conducted in three phases: 
The engineering process was conducted in three phases:
(i) development of a fiber-reinforced concrete with specific properties, that is, large workability, very low surface roughness, and large mechanical strength to tensile stresses; (ii) experimental testing, to characterize the material mechanical properties, and to calibrate the numerical model; (iii) numerical analysis, where accurate numerical simulations were conducted in order to determine the table capability of bearing different loadings, under different boundary conditions. It was found that the worst mechanical responses are registered when the table is simply supported over a horizontal surface. In this case, the maximum vertical and horizontal loads, that lead to the table collapse, are around 0.9-1.0 KN and 0.5-0.6 KN, respectively. Furthermore, it was found that the most stressed cross-sections of the table top, where damage and plastic strains localize, are the midsection and the sections adjacent to the supporting legs. Localized inelastic phenomena initiates when the stress σ = 9-10 MPa is reached, which represents the maximum stress that concrete can sustain under bending loadings, and it is two times larger than the maximum stress of pure tensile tests. Analogous differences were found in experimental studies (see [30] ). This suggests to reinforce the table top in these sections, and, in this regard, the ribs at the intrados of the Nervi table (see Figure 1 ), adjacent to the legs, represent useful strengthening elements.
Different proposals for enhancing the mechanical performances of the table were analyzed, such as geometrical changes (larger thicknesses of the table top), and material enhancements (augmented tensile strengths). It was found that modest increments of the above-mentioned parameters produce appreciable mechanical improvements. Thus, on the basis of this analysis, future work will be devoted (i) to found more appropriate geometries of the table top, supposing, for instance, variable cross-sections, and (ii) to develop more performing fiber-reinforced concretes, with optimized mix design.
